I-I theuma

doors & frames

Declaration of Conformity
Regulation (EU) 2023/1464 - Formaldehyde emissions from articles

1. Supplier / Manufacturer
Theuma
Zandstraat 10,
3460 Bekkevoort, Belgié
info@theuma.com

2. Productinformation
Product: all Theuma doors and frames
Product category: Interior joinery

3. Declaration of Conformity
Theuma, acting under its own responsibility, hereby declares that the product referred to
above complies with all applicable requirements of Commission Regulation (EU)
2023/1464, which sets limits on the release of formaldehyde from articles placed on the
market.
This declaration applies to all products supplied by the manufacturer since 2013 and
remains valid as long as the product characteristics and the applicable legal
requirements remain unchanged.

The product supplied complies with Regulation (EU) 2023/1464: formaldehyde emission
limit value < 0.062 mg/m°.

4. Applied test methods
Compliance with the emission limit values as laid down in Regulation (EU) 2023/1464
has been demonstrated by emission tests carried out in accordance with one or more of
the following harmonised or internationally recognised standards:

e EN 16516

e [SO 16000-3
e EN71741

e SO 12460-1

Tests were carried out by a competent and accredited laboratory: Centexbel (BE).

5. Proof of conformity
Compliance with the applicable emission limit values can be demonstrated by means of
the following official document:
Test report with reference JW/1754 from Centexbel, drawn up in accordance with the
above-mentioned standards;
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Excerpt from the summary report (in Dutch):

o emissielabel A+ kan aangewend worden op alle door Theuma geproduceerde houten

binnendeuren

e emissielabel A kan aangewend worden op alle door Theuma geproduceerde houten

kozijnen

e emissielabel A+ kan aangewend worden op alle door Theuma geproduceerde metalen

kozijnen

Translation:

e Emission class A+ may be used for all Theuma wooden doors
e Emission class A may be used for all Theuma wooden frames
e Emission class A+ may be used for all Theuma metal frames

For your information: emission classification based on maximum limits in pg/m®:

klasse C B A A+
Formaldehyde > 120 <120 <60 <10
Acetaldehyde > 400 <400 <300 <200
Toluene > 600 <600 <450 <300
Tetrachloroethylene > 500 <500 <350 <250
Xylene > 400 <400 <300 <200
1, 2, 4-Trimethylbenzene > 2000 <2000 <1500 <1000
1,4-dichlorobenzene > 120 <120 <90 <60
Ethylbenzene > 1500 <1500 <1000 <750
n-Butyl acetate > 10000 < 10000 <7500 <4800
2-Butoxyethanol > 2000 <2000 <1500 <1000
Styrene > 500 <500 <350 <250
TVOC > 2000 <2000 <1500 <1000

This proves the emission limit for formaldehyde of 62 ug/m3 is not exceeded.

6. Communication on conformity

Demonstration of compliance with the applicable emission limit values is
communicated to customers and supply chain partners via this declaration of

conformity.

7. Signature

Maarten Aerts, Ing., MSc.
ESG coordinator

Signed at Bekkevoort, Belgium on 26/03/2026
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